AMENDMENT NO. 1 DECEMBER 2019 
TO 


IS 17153 : 2019 DOMESTIC GAS STOVES FOR 
USE WITH PIPED NATURAL GAS (PNG) — 
SPECIFICATION 


(Page 1, clause 1.1.1) — Substitute the following for the existing Note: 
‘NOTE — CNG filled gas in cylinder or PNG may be used for performance test.’ 


(Page 2, clause 5.6, line 1) — Substitute ‘may be’ for ‘shall be’. 


(Page 8, clause 11.7) — Substitute the following for the existing clause: 


‘11.7 The appliance comprising two or more burners shall include one burner 
having a rating of at least 1 450 kcal/h, when measured at test conditions, based 
on net calorific value of the gas (When using domestic PNG).’ 


(Page 9, clause 13.2) — Delete. 


(Page 9, clause 14.4, line 3) — Substitute ‘1.45 mm minimum’ for ‘1.6 mm 
minimum’. 


(Page 9, clause 15, sentence one) — Substitute the following for the existing 


sentence: 


‘For metallic body when tested as specified in Annex A.’ 


(Page 9, clause 15.1, heading, line 3) — Delete the following text: 
‘(for metallic body only)’. 


(Page 12, clause 26, sentence three) — Substitute the following for the 
existing: 


* Actual thermal efficiency may be declared, if it is 50 percent and above.’ 


[Page 12, clause 28.1 (b)] — Substitute ‘Total gas consumption in m*/h;’ for 
“Total gas consumption in g/h;’. 


(Page 17, clause D-1.1.2, line 17) — Substitute ‘(V = V, - V Y for (V — V, - V". 


[Page 17, clause D-1.1.4 (m)] — Delete. 
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